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request more than 10 channels at a sin-
gle location provided that any applica-
tion for more than 10 Public Safety 
Pool channels must be accompanied by 
a showing of sufficient need. The re-
quirement for such a showing may be 
satisfied by submission of loading stud-
ies demonstrating that requested chan-
nels in excess of 10 will be loaded with 
50 mobiles per channel within a five 
year period commencing with grant of 
the application. 

(f) If a licensee authorized for 
trunked operation discontinues 
trunked operation for a period of 30 
consecutive days, the licensee, within 7 
days of the expiration of said 30 day pe-
riod, shall file a conforming applica-
tion for modification of license with 
the Commission. Upon grant of that 
application, new applicants may file 
for the same channel or channels not-
withstanding the interference contour 
of the new applicant’s proposed chan-
nel or channels overlaps the service 
contour of the station that was pre-
viously engaged in trunked operation. 

[65 FR 60875, Oct. 13, 2000] 

Subpart I—General Technical 
Standards 

§ 90.201 Scope. 
This subpart sets forth the general 

technical requirements for use of fre-
quencies and equipment in the radio 
services governed by this part. Such re-
quirements include standards for ac-
ceptability of equipment, frequency 
tolerance, modulation, emissions, 
power, and bandwidths. Special addi-
tional technical standards applicable 
to certain frequency bands and certain 
specialized uses are set forth in sub-
parts J, K, N, and R. 

[67 FR 76700, Dec. 13, 2002] 

§ 90.203 Certification required. 
(a) Except as specified in paragraphs 

(b) and (l) of this section, each trans-
mitter utilized for operation under this 
part and each transmitter marketed as 
set forth in § 2.803 of this chapter must 
be of a type which has been certificated 
for use under this part. 

(1) Effective October 16, 2002, except 
in the 1427–1432 MHz band, an equip-
ment approval may no longer be ob-

tained for in-hospital medical telem-
etry equipment operating under the 
provisions of this part. The require-
ments for obtaining an approval for 
medical telemetry equipment after this 
date are found in subpart H of part 95 
of this chapter. 

(2) Any manufacturer of radio trans-
mitting equipment (including signal 
boosters) to be used in these services 
may request certification for such 
equipment following the procedures set 
forth in subpart J of part 2 of this 
chapter. Certification for an individual 
transmitter or signal booster also may 
be requested by an applicant for a sta-
tion authorization by following the 
procedure set forth in part 2 of this 
chapter. Such equipment if approved 
will be individually enumerated on the 
station authorization. 

(b) Certification is not required for 
the following: 

(1) Transmitters used in develop-
mental operations in accordance with 
subpart Q. 

(2) Transmitters used for police zone 
and interzone stations authorized as of 
January 1, 1965. 

(3) Transmitting equipment used in 
the band 1427–1435 MHz. 

(4) Transmitters used in radio-
location stations in accordance with 
subpart F authorized prior to January 
1, 1974, for public safety and land trans-
portation applications (old parts 89 and 
93). 

(5) Transmitters used in radio-
location stations in accordance with 
subpart F authorized for industrial ap-
plications (old part 91) prior to Janu-
ary 1, 1978. 

(6) [Reserved] 
(7) Transmitters imported and mar-

keted prior to September 1, 1996 for use 
by LMS systems. 

(c) Radiolocation transmitters for 
use in public safety and land transpor-
tation applications marketed prior to 
January 1, 1974, must meet the applica-
ble technical standards in this part, 
pursuant to § 2.803 of this chapter. 

(d) Radiolocation transmitters for 
use in public safety and land transpor-
tation applications marketed after 
January 1, 1974, must comply with the 
requirements of paragraph (a) of this 
section. 
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